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3.6  Installing Antenna Cable
Step 1	 Remove six flat head M3x5L screws.

Step 2	 Open bottom cover.
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Step 3	 Remove hole plug.

Step 4	 Install SMA cable, and fasten washer and nut.
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Step 5	 Insert wire into the wire mount.
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Step 2	 Insert cable tie into the mounting hole.

3.7  Installing Cable Tie & Cable Mounting(Optional)
Step 1	 Insert cable into the connector first. 
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Step 3	 Insert cable mounting, and tighten the wire.
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3.8  Mount Your ECX-4000
3.8.1  Wall Mount

Fasten six flat head M3x5L screws.

3.8.2  VESA mount(Optional)

Fasten six flat head M3x5L screws
VESA 75 x 75/100 x 100 mm
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3.8.3  Din rail mount(Optional)

Fasten fourteen flat head M3x5L screws.

3.8.4  Anti-Vibration kit(Optional)

Fasten two flat head M3x5L screws and four pan head SFW M3x6L screws.
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3.8.5  Rack Mount Enclosure(Optional)
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4
BIOS SETUP

4.1  BIOS Setup

BIOS provides an interface for users to check and change system configuration. 
The BIOS setup program is accessed by pressing the <Del> key when POST 
display output is shown.

Figure 4-1 : Entering BIOS Setup
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4.2  Main

The main menu displays BIOS version and system information. There are two 
options on Main menu.

System Date
Set the Date. Use Tab to switch between Date elements. 
Default Ranges : 
Year : 1998-9999 
Months : 1-12 
Days : Dependent on month Range of Years may vary

System Time
Set the Time. Use Tab to switch between Time elements.

Figure 4-2 : Main Menu
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4.3.1  CPU Configuration

Figure 4-3-1 : CPU Configuration

Figure 4-3 : Advanced Menu

4.3  Advanced

Select advanced tab to enter advanced BIOS setup options such as CPU 
configuration, ACPI settings, and Super IO configuration.
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4.3.2  CPU - Power Management Control

Figure 4 3-2 : CPU - Power Management Control

Intel (VMX) Virtualization Technology
When enabled, a VMM can utilize the additional hardware capabilities provided 
by Vanderpool Technology.

AVX
Enable/Disable the AVX and AVX2 Instructions

Active Performance-cores
Number of P-cores to enable in each processor package. Note: Number of 
Cores and E-Cores are looked at together. When both are {0,0}, Pcode will 
enable all cores.

Active Efficient-cores
Number of E-cores to enable in each processor package. Note: Number of 
Cores and E-Cores are looked at together. When both are {0,0}, Pcode will 
enable all cores.

AES
Enable/Disable AES (Advanced Encryption Standard)

Turbo Mode
Enable/Disable processor Turbo Mode.

View/Configure Turbo Options
View/Configure Turbo Options
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Maximum Memory Frequency
Maximum Memory Frequency Selections in Mhz.

4.3.3  Memory Configuration

Figure 4 3-3 : Memory Configuration

Primary Display
Select AUTO set IGD to be Primary Display if no external Graphics Device 
connected otherwise external Graphics Device detected on first PCIe port will 
be Primary Display or Select IGFX for IGD to be Primary Display Or Select HG 
for Hybrid Gfx.

Internal Graphics
Keep IGFX enabled based on the setup options.

4.3.4  Graphics Configuration

Figure 4-3-4 : Graphics Configuration
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Enable VMD controller
Enable/Disable to VMD controller.

4.3.5  VMD Configuration

4.3.6  PCIE Configuration

4.3.7  PCH-IO Configuration

Figure 4-3-5 : VMD Configuration

Figure 4-3-6 : PCIE Configuration

Figure 4-3-7 : PCH-IO Configuration

PCI Express Root Port X
Control the PCI Express Root Port.

PCIe Speed
Configure PCIe Speed.

State After G3
Specify what state to go to when power is re-applied after a power failure (G3 state).
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SATA Controller(s)
Enable/Disable SATA Device.

Port X
Enable or Disable SATA Port.

4.3.8  SATA Configuration

Figure 4-3-8 : SATA Configuration

TPM Device Selection
Selects TPM device : PTT or dTPM. PTT - Enables PTT in SkuMgr dTPM 1.2 
- Disables PTT in SkuMgr Warning !  PTT/dTPM will be disabled and all data 
saved on it will be lost.

4.3.9  PCH-FW Configuration

Figure 4-3-9 : PCH-FW Configuration
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Control the TPM device status and display related information if TPM chip is present.

4.3.10  Trusted Computing

Figure 4-3-10 : Trusted Computing

Enable Hibernation
Enables or Disables System ability to Hibernate (OS/S4 Sleep State). This 
option may not be effective with some operating systems.

ACPI Sleep State
Select the highest ACPI sleep state the system will enter when the SUSPEND 
button is pressed.

4.3.11  ACPI Settings

Figure 4-3-11 : ACPI Settings
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Serial Port
Enable or Disable Serial Port (COM).

Device Mode
Select Device Mode.

PPS Mode
Enable or Disable PPS.

High Speed Mode (Only Serial Port 1)
Enable or Disable Serial Port High Speed.

4.3.12  Super IO Configuration

Figure 4-3-12 : Super IO Configuration 

Smart Fan Function
Smart Fan function setting.

4.3.13  Hardware Monitor

Figure 4-3-13 : Hardware Monitor
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Network Stack
Enable/Disable UEFI Network Stack.

IPv4 PXE Support
Enable/Disable IPv4 PXE boot support. If disabled, IPv4 PXE boot support will 
not be available.

IPv4 HTTP Support
Enable/Disable IPv4 HTTP boot support. If disabled, IPv4 HTTP boot support 
will not be available.

IPv6 PXE Support
Enable/Disable IPv6 PXE boot support. If disabled, IPv6 PXE boot support will 
not be available.

IPv6 HTTP Support
Enable/Disable IPv6 HTTP boot support. If disabled, IPv6 HTTP boot support 
will not be available.

PXE boot wait time
Wait time in seconds to press ESC key to abort the PXE boot. Use either +/- or 
numeric keys to set the value.

Media detect count
Number of times the presence of media will be checked. Use either +/- or 
numeric keys to set the value.

4.3.14  Network Stack Configuration

Figure 4-3-14 : Network Stack Configuration
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Specific device workaround
Workaround for specific device.

Delay Time
Workaround Delay Time 0~255 (second).

I2C Switch X Setting
I2C Switch Setting. Bit 0~3 for Channel 0~3. 1 to enable, 0 to disable. 
For example: 0101b for channel 0 & 2.

4.3.16  Module Management

Figure 4-3-16 : Module Management

Switch IC Channel Device

I2C
Switch 1

0 UPS
1 M.2 KEY-E
2 SUMIT-A
3 M.2 KEY-M

M2B_CN1 Type
Select M2B Type.

M2B_CN2 Type
Select M2B Type.

Display NVMe controller and Drive information.

4.3.15  NVMe Configuration

Figure 4-3-15 : NVMe Configuration



115©Vecow ECX-4000 User Manual  BIOS SETUP

System power on method
[Normal] System power on by power button. 
[Ignition] System power on by ignition pin.

Delay On Timer (Seconds)
The delay time after user trigger ignition on signal (Seconds).

Delay Off Timer (Seconds)
The delay time after user trigger ignition off signal (Seconds).

Force Shutdown Timer (Minutes)
Used to force cut off system power when OS unable gracefully shutdown 
system successfully.

Voltage Guard
Voltage Guard enable or disable, only effect on Ignition mode.

Voltage Guard Lower limit value
Voltage Guard lower limit value setting. Range : 9v ~ 40v.

Voltage Guard higher limit value
Voltage Guard Higher limit value setting. Range : 15v ~ 55v.

4.3.17  SW Ignition Configuration

Figure 4-3-17 : SW Ignition Configuration
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4.4  Security

Figure 4-4 : Security Menu

Administrator Password
Set administrator password.

HDD Security Configuration
HDD Security Configuration for selected drive.

Secure Boot
Secure Boot configuration.
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4.5  Boot

Figure 4-5 : Boot Menu

Setup Prompt Timeout
Number of seconds to wait for setup activation key. 65535(0xFFFF) means 
indefinite waiting.

Bootup NumLock State
Select the keyboard NumLock state.

Quiet Boot
Enables or disables Quiet Boot option.

Boot Option Priorities
Sets the system boot order.
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Save Changes and Reset
Reset the system after saving the changes.

Discard Changes and Reset
Reset system setup without saving any changes.

Restore Defaults
Restore/Load Default values for all the setup options.

4.6  Save & Exit

Figure 4-6: Save & Exit Menu
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A

Pin No. Isolated DIO Non-Isolated DIO Pin No. Isolated DIO Non-Isolated DIO
1 DI 0 DIO 0 11 DO 0 DIO 8
2 DI 1 DIO 1 12 DO 1 DIO 9
3 DI 2 DIO 2 13 DO 2 DIO 10
4 DI 3 DIO 3 14 DO 3 DIO 11
5 DI 4 DIO 4 15 DO 4 DIO 12
6 DI 5 DIO 5 16 DO 5 DIO 13
7 DI 6 DIO 6 17 DO 6 DIO 14
8 DI 7 DIO 7 18 DO 7 DIO 15
9 DI COM NC 19 DIO_GND DIO_GND

10 DIO_GND DIO_GND 20 External 
VDC NC

Port No. Definition Port No. Definition
3 POE 0 5 POE 2
4 POE 1 6 POE 3

POE definition is shown below :

APPENDIX A : Isolated DIO Guide & 
Watchdog Function

A.1  Function Description
The ECX-4000 offers a 16-bit DIO (Isolated) 20-pin terminal block connector, a 
watchdog timer, and a 4-port POE.

Isolated DIO pins are fixed by Hardware design that cannot change in/out 
direction in runtime process.

DIO definition is shown below :

3 4 5 6
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A.2  Isolated DIO Signal Circuit
DI reference circuit :

Sink Mode  
(NPN)

Power
Supply
6-48V DC V+

V-

DIO Connector
DI_COM (Pin 9)

DI (Pin 1-8)

Source Mode  
(PNP)

Power
Supply
6-48V DC V+

V-

DIO Connector
DI_COM (Pin 9)

DI (Pin 1-8)

DO reference circuit :

Sink Mode  
(NPN, Default)

Device
6-48V DC

V+

V-

DIO Connector
DIO_VDC (Pin 20)

DIO_GND (Pin 10, 19)

IO DO (Pin 11-18)

Source Mode 
(PNP)

Device
6-48V DC

V+

V-

DIO Connector
DIO_VDC (Pin 20)

DIO_GND (Pin 10, 19)

IO DO (Pin 11-18)
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A.3  Software Package Contain
Distribution folder include x32 and x64 versions, use the batch file for driver installation.

There are included as fallowed :
Win10_32.bat, and Win10_64.bat :

Installation for driver, and
Uninstall_32.bat, and Uninstall_64.bat :

Uninstallation for driver 
Run batch file as Administrator.
Make sure Windows version before installation.

Header folder include head file for software developer or System Integration.
Manual folder include API description.
Sample folder include sample program, driver library, and API library for Windows/
Linux
Source folder include sample program source code that compile on Visual Studio 
2008/ ubuntu16.04.
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A.4  Sample
Execute demo tool.

Sample, as shown below :

Windows Linux

Vecow_DIO

Vecow_DIO_loopback

Vecow_POE

Vecow_WDT
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B
APPENDIX B : Software Functions

B.1  Driver API Guide
In Header folder, Vecow.h and VecowLinux.h contain usabled API for Windows/Linux.

BOOL initial_SIO(BYTE Isolate_Type, BYTE DIO_NPN)
Initial machine for IO and watch dogtimer.

Isolate_Type : DIO type.
1 : Isolated DIO; 
0 : Non-Isolated DIO(GPIO).

DIO_NPN : DI / DO type.
1 : PNP (Source) mode for European rule; 
0 : NPN (Sink) mode for Japanese rule.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Driver not exists, or version is too old, or machine not match).

BOOL get_IO1_configuration(BYTE *Iso, BYTE *DI_mode, BYTE *DO_
mode, WORD *Mask)

Get DIO configuration (by variable)
Isolate_Type : DIO type.

1 : Isolated DIO;
0 : Non-Isolated DIO(GPIO).

DI_mode ([7:0]) : DI type, pin setting by hexadecimal bitmask only for 
Isolated DIO.

0xFF : PNP (Source) mode for European rule;
0 : NPN (Sink) mode for Japanese rule.

DO_mode : DO type only for Isolated DIO.
1 : PNP (Source) mode for European rule;
0 : NPN (Sink) mode for Japanese rule.

Mask ([15:0]) : In/Out, pin setting by hexadecimal bitmask only for Non-
Isolated DIO(GPIO).

1 : Output;
0 : Input

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or call by pointer error, or hardware problem).
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BOOL set_IO1_configuration(BYTE Iso, BYTE DI_mode, BYTE DO_mode, 
WORD Mask)

Set DIO configuration.
Isolate_Type : DIO type.

1 : Isolated DIO;
0 : Non-Isolated DIO(GPIO).

DI_mode ([7:0]) : DI type, pin setting by hexadecimal bitmask only for 
Isolated DIO.

0xFF : PNP (Source) mode for European rule;
0 : NPN (Sink) mode for Japanese rule.

DO_mode : DO type only for Isolated DIO.
1 : PNP (Source) mode for European rule;
0 : NPN (Sink) mode for Japanese rule.

Mask ([15:0]) : In/Out, pin setting by hexadecimal bitmask only for Non-
Isolated DIO(GPIO).

1 : Output;
0 : Input

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem).

BOOL get_DIO1(BYTE *DO_data, BYTE *DI_data)
Get isolated DIO output(DO) and input (DI).

DI ([7:0]) : Input state, pin setting by hexadecimal bitmask.
1 : High;
0 : Low.

DO ([7:0]) : Output state, pin setting by hexadecimal bitmask.
1 : High;
0 : Low.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem).

BOOL set_DIO1(BYTE DO_data)
Set isolated DIO output(DO).

DO ([7:0]) : Output state, pin setting by hexadecimal bitmask.
1 : High;
0 : Low.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem).

BOOL get_GPIO1(WORD *GPIO_data)
Get GPIO.

GPIO_data ([15:0]) : GPIO state, pin setting by hexadecimal bitmask.
1 : High;
0 : Low.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem).
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BOOL set_GPIO1(WORD GPIO_data)
Set GPIO.

GPIO_data ([15:0]) : GPIO state, pin setting by hexadecimal bitmask.
1 : High;
0 : Low.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem).

BOOL get_WDT(DWORD *WDT)
Get watchdog timer setup.

WDT : watchdog timer setup.
Unit : second (Range : 0 ~ 65535 sec, 1093 ~ 65535 min (=65580 ~ 
3932100 sec)).

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or call by pointer error, or hardware problem).

BOOL set_WDT(DWORD WDT)
Set watchdog timer setup.

WDT : watchdog timer setup.
Unit : second (Range : 0 ~ 65535 sec, 1093 ~ 65535 min (=65580 ~ 
3932100 sec)).

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or setup 0, or hardware problem).

BOOL cancel_WDT()
Cancel watchdog timer.
Return :

TRUE (1) : Success.
FALSE (0) : Fail (Initial error or hardware problem). 

BOOL initial_POE(BYTE Scan, BYTE ID)
Initial POE.

Scan : POEID scan type
2 : Auto scan;
1 : Manual setup.

ID : POE ID by manual setting.
Range : 0~15.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Driver not exists, or version is too old, or out of range error).

BOOL get_POE_configuration(BYTE ID, BYTE *Auto, BYTE *Mask)
Get POE configuration (by variable).

ID : POE ID.
Range : 0~15.
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Auto ([3:0]) : Auto mode, pin setting by hexadecimal bitmask.
1 : Auto;
0 : Manual.

Mask ([3:0]) : DC Enable/Disable, pin setting by hexadecimal bitmask.
1 : Enable;
0 : Disable.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or out of range error, or call by pointer error, or 
hardware problem)

BOOL set_POE_configuration(BYTE ID, BYTE Auto, BYTE Mask)
Set POE configuration (by variable).

ID : POE ID.
Range : 0~15.

Auto ([3:0]) : Auto mode, pin setting by hexadecimal bitmask.
1 : Auto;
0 : Manual.

Mask ([3:0]): DC Enable/Disable, pin setting by hexadecimal bitmask.
1 : Enable;
0 : Disable.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or out of range error, or hardware problem).

BOOL get_POE(BYTE ID, BYTE *POE)
Get POE state.

ID : POE ID.
Range : 0~15.

POE ([3:0]) : POE state, pin setting by hexadecimal bitmask.
1 : On;
0 : Off.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or out of range error, or call by pointer error, 
or hardware problem).

BOOL set_POE(BYTE ID, BYTE POE)
Set POE state.

A. ID : POE ID.
Range : 0~15.

B. POE ([3:0]) : POE state, pin setting by hexadecimal bitmask.
1 : On;
0 : Off.

Return :
TRUE (1) : Success.
FALSE (0) : Fail (Initial error, or out of range error, or hardware problem).
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C
APPENDIX C : RAID Installation Guide

C.1.1  VMD Controller for RAID
Please set Enable VMD controller as Enabled on BIOS menu.

Chipset → System Agent (SA) Configuration → VMD setup menu→  
Enable VMD controller → Enabled → Save Changes and Reset.

1. Select System Agent (SA) Configuration.

3. Enabled VMD controller. Then Save Changes and Reset.

2. Select VMD setup menu.
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C.1.2  UEFI Mode for RAID
1. Into BIOS menu again, select Intel(R) Rapid Storage Technology on BIOS menu.
Advanced → Intel(R) Rapid Storage Technology

3. Select disks to create RAID Volume, then Save Changes and Reset to install OS.

2. Select Create RAID Volume on BIOS menu.
This system is featured 2 M.2 Key B for NVMe SSD, and 2 SATA slots for 2.5” HDD. 
Please note. Storage device M.2 and SATA cannot be mixed to create a RAID Volume.
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C.2  OS Installation
This system is featured 2 M.2 Key B for NVMe SSD, and 2 SATA slots for 2.5” HDD. 

We used 2.5” SATA HDD for Windows 10 OS installation as an example.

Please note. After Enabled VMD controller needs to load the IRST driver first 
before it can read the hard disk.

You can find the latest information and software directly from Intel’s website.

http://www.intel.com/p/en_US/support/highlights/chpsts/imsm

Download driver "SetupRST.exe" and decompress it.

You can refer to Intel official teaching.

https://www.intel.com/content/www/us/en/support/articles/000094664/technologies/
intel-rapid-storage-technology-intel-rst.html

Open Windows PowerShell or CMD and navigate to the location of the SetupRST.
exe file.

http://www.intel.com/p/en_US/support/highlights/chpsts/imsm
https://www.intel.com/content/www/us/en/support/articles/000094664/technologies/intel-rapid-storage-technology-intel-rst.html
https://www.intel.com/content/www/us/en/support/articles/000094664/technologies/intel-rapid-storage-technology-intel-rst.html
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Enter the following command to extract :

./SetupRST.exe -extractdrivers SetupRST_extracted.

After extraction, a "SetupRST_extracted " folder will be created, then put the folder 
on the USB drive used for installing Windows.

Loading driver and install it when installing Windows.
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Then you can select the hard drive and install the OS.
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C.4  To Install "Intel Rapid Storage Technology" driver
You can get the software from driver CD.

Also, you can find the latest information and software directly from Intel’s website.

http://www.intel.com/p/en_US/support/highlights/chpsts/imsm

Install "SetupRST.exe"

The RAID environment has been done when you completed the steps above.

At this point, the basic RAID Volume setup steps have concluded.

C.3  To Install All Device Drivers of the System
The instructions are as follows :
1. Install Chipset driver.
2. Install VGA driver.
3. Install ME driver (if available).
4. Install Network driver.
5. Install Audio driver.

http://www.intel.com/p/en_US/support/highlights/chpsts/imsm
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C.5  Manage RAID Volume on "Intel® Optane™ Memory 
and Storage Management" Software

You can download "Intel® Optane™ Memory and Storage Management" to 
manage and create RAID Volumes

You can find it at Microsoft Store.

https://apps.microsoft.com/detail/9MZNG5HZWZ1T?activetab=pivot%3Aovervie
wtab&hl=en-us&gl=US

After installation, the created RAID Volume will be displayed here.

https://apps.microsoft.com/detail/9MZNG5HZWZ1T?activetab=pivot%3Aoverviewtab&hl=en-us&gl=US
https://apps.microsoft.com/detail/9MZNG5HZWZ1T?activetab=pivot%3Aoverviewtab&hl=en-us&gl=US
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C.6  To Create RAID Volume on "Intel® Optane™ Memory 
and Storage Management" Software

You can connect additional storage devices to build RAID Volumes, and use 
"Intel® Optane™ Memory and Storage Management" Software for management.
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D
APPENDIX D : Power Consumption

Testing Board : ECX-4000

RAM : 32GB * 2

USB-1 : USB logitech Keyboard K120

USB-2 : USB logitech Mouse K120

SATA : Transcend TS128GSSD420K 128GB SSD

Graphics output : HDMI

Power plan : Balance(Windows11 Power plan)

Power Source :  Chroma 62006P-100-25

Test Program : BurnInTest 10.2
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D.1  Intel® Ultra 9 285 2.50 GHz  
(36M Cache, up to 5.60 GHz)

Power on and boot to Win 11 (64-bit)

CPU Input 
Power

Standby Mode
Power on and boot to Win 11 (64-bit)

Sleep Mode idle status CPU 
usage less 3%

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Intel®  
Ultra 9 

285
9V 0.735A 06.61W 0.833A 07.49W 2.784A 25.18W

Intel®  
Ultra 9 

285
12V 0.555A 06.65W 0.632A 07.57W 2.114A 25.36W

Intel®  
Ultra 9 

285
24V 0.350A 08.41W 0.384A 09.23W 1.121A 26.90W

Intel® 
Ultra 9

285
50V 0.241A 12.07W 0.258A 12.89W 0.615A 30.75W

CPU Input 
Power

Power on and boot to Win11 (64-bit)

Run 100% CPU 
usage with 2D

Run 100% CPU 
usage with 3D

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Intel®  
Ultra 9 

285
9V 7.489A 67.40W 8.185A 73.66W

Intel®  
Ultra 9 

285
12V 5.873A 70.47W 6.329A 75.94W

Intel®  
Ultra 9 

285
24V 2.982A 71.62W 3.257A 78.16W

Intel® 
Ultra 9

285
50V 1.460A 73.00W 1.664A 83.20W
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D.2  Intel® Ultra 9 285T 1.40 GHz  
(36M Cache, up to 5.40 GHz)

Power on and boot to Win 11 (64-bit)

CPU Power
Input

Standby Mode
Power on and boot to Win 11 (64-bit)

Sleep Mode idle status CPU 
usage less 3%

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Intel®  
Ultra 9 
285T

9V 0.727A 06.43W 0.812A 07.30W 2.713A 24.41W

Intel®  
Ultra 9 
285T

12V 0.551A 06.61W 0.618A 07.39W 2.159A 25.90W

Intel®  
Ultra 9 
285T

24V 0.344A 08.27W 0.378A 09.05W 1.088A 26.15W

Intel® 
Ultra 9
285T

50V 0.236A 11.82W 0.254A 12.71W 0.566A 28.30W

CPU Power
Input

Power on and boot to Win11 (64-bit)

Run 100% CPU 
usage with 2D

Run 100% CPU 
usage with 3D

Max
Current

Max 
Consumption

Max
Current

Max 
Consumption

Intel®  
Ultra 9 
285T

9V 6.704A 60.35W 7.243A 65.24W

Intel®  
Ultra 9 
285T

12V 5.126A 61.51W 5.763A 69.21W

Intel®  
Ultra 9 
285T

24V 2.620A 62.98W 2.940A 70.64W

Intel® 
Ultra 9
285T

50V 1.322A 66.10W 1.504A 75.20W
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E
APPENDIX E : Supported Memory & 

Storage List

E.1  Supported Memory List

Testing Board : ECX-4000

Memory Test MemTest86 V11.1 Build 1000

Test Item

Channel Memory Test Sleep Hibernate Reboot OS internal 
info

(SODIMM_1+ 
SODIMM_2) PASS PASS PASS PASS PASS

E.2  Supported Non-ECC Memory List

Brand Info Test Temp. 
(Celsius)

Transcend 8GB DDR5-5600 SODIMM TS1GSA64V6G 25ºC

Innodisk 32GB DDR5-5600 SODIMM M5S0-BGG20CZQ 25ºC

Transcend 32GB DDR5-6400 SODIMM TS4GSA64V4E3 25ºC
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E.3  Supported ECC Memory List

Brand Info Test Temp. 
(Celsius)

Innodisk 16GB DDR5-5600 SODIMM M5D0-AGS2PCZQ 25ºC

Transcend 32GB DDR5-5600 SODIMM TS4GSA72V6E 25ºC

Kingston 16GB DDR5-5600 SODIMM 9965802-021.A00G 25ºC

Team Group 48GB DDR5-5600 SODIMM TE48GFSEV2TH-V 25ºC

Innodisk 16GB DDR5-4800 SODIMM M5D0-AGS2PCVP-H03 25ºC

Transcend 16GB DDR5-4800 SODIMM TS2GSA72V8E 25ºC

E.4  Supported Storage Device List
Type Brand Model Capacity

SATA SSD

Innodisk DES25-C12DK1KCCQL-H03 512GB

Innodisk DES25-C12DK1KWCQF-H03 128GB

Transcend TS128GSSD420K 128GB

M.2 SATA 
SSD

Innodisk DEM28-C12DK1KCAQL-H03 512GB

Smart FDM28256GTCYC282 256GB

M.2 PCIe 
SSD

Innodisk 4TG2-P 512GB

Transcend TS512GMTE720T 512GB

Transcend TS512GMTE460T 512GB

Innodisk DEM28-C12DD1KCCQF-H03 512GB

Crucial T700 1TB

** If more help is needed, please contact Vecow Technical Support. 
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F
F.1  Setting up Allxon OOB
This section will guide you step-by-step on how to enable and activate OOB 
Management Services. If you need to use both services (Allxon INB and OOB 
features), please follow the steps below.

F.1.1  BIOS Setting before using Allxon on system
1.1.1  Enable Allxon OOB Remote Management

Step 1	 Set Serial Port 7 Configuration (OOB Remote) : [Enabled]

1.1.2  Enable Allxon Remote Console

Step 1	 Set Serial Port 6 Configuration (OOB Console) : [Enabled]

Step 2	 Set Console Redirection : [Enabled]

APPENDIX F : Setting up Allxon OOB
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F.1.2  Enable Allxon INB & OOB Services
1.2.1  Install Allxon Agent on Device

Users can easily initiate the Allxon Agent installation process from their desktop 
using selected devices from Allxon's hardware partners.

Refer to the following webpage for detailed instructions :

Install Allxon Agent via Command Prompt

1.2.2  Pairing Edge Device to Allxon Portal

Get Device Pairing Code

Refer to the following webpage for detailed instructions :

Get Device Pairing Code

Get Add Your Device on Allxon Portal

Refer to the following webpage for detailed instructions :

Add Your Device on Allxon Portal

1.2.3  Enable OOB Enabler on Device

After you have paired and added your device onto Allxon Portal, you will now 
have the option to also link the OOB Enabler to Allxon Portal.

Refer to the webpage for detailed instructions :

Enable Out-Of-Band Management on Device

https://www.allxon.com/knowledge/install-allxon-agent-via-command-prompt
https://www.allxon.com/knowledge/get-pairing-code
https://www.allxon.com/knowledge/add-your-device-on-allxon-dms-portal
https://www.allxon.com/knowledge/enable-out-of-band-control-on-device
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F.2  Troubleshooting Your OOB Enabler
F.2.1  Network Connectivity Requirements
To get the best out of Allxon Services, ensure you are connected to a stable 
Internet connection. If your organization restricts Internet communications with 
the network using a firewall or proxy device, refer to the following webpage for 
detailed Information :

Allxon Service Port/Protocol and Whitelist Information

** If more help is needed, please contact Vecow Technical Support.**

F.1.3  Allxon swiftDR for Power Cycling
Allxon swiftDR Series is a powerful Out-Of-Band remote device management 
solution to empower disaster recovery. This section details Allxon swiftDR for 
Power Cycling on Allxon Portal, to introduce Allxon’s power-related OOB features.

Refer to the webpage for detailed instructions :

Allxon swiftDR for Power Cycling

https://www.allxon.com/knowledge/internet-access-requirement-for-allxon-agent
https://www.allxon.com/knowledge


For further support information, please visit www.vecow.com 
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